SUBMITTAL INFORMATION

Copperhorns - (CHFSW11-333-LS-NL style)

COPPERHORN WITH CONCAVE DOUBLE PURPOSE UNION NUT (LESS SWIVEL)
BOTH ENDS (3/4" METER)

Y

14-5/16"

A

Concave Double Purpose
Union Nut (Less Swivel) 13/16" O.D. Copper Tube

Meter Coupling Thread

Meter Nut Rubber Meter Gasket
(EPDM)

Copperhorn Body

Seal Wire
Concave Double Purpose Holes
Union Nut (Less Swivel)

< 9" Meter Spacing >
APPROX. | APPROX. CATALOG v SUBMITTED
INLET OurLer HEIGHT Wr. LBS NUMBER ITEM(S)
3/4" Less Swivel w/ Nut 3/4" Less Swivel w/ Nut 3-5/16" 3.1 CHFSW11-333-LS-NL
FEATURES

» All brass that comes in contact with potable water conforms to AWWA Standard C800
(ASTM B584, UNS C89833)

* The product has the letters “NL” cast into the main body for lead-free identification

* Brass components that do not come in contact with potable water conform to AWWA
Standard C800 (ASTM B62 and ASTM B584, UNS C83600, 85-5-5-5)

» Copperhorns automatically ensure proper spacing and orientation for meters

* Permanent electrical bonding is provided without straps

» Copper tubing with full diameter bends provides excellent flow capacity

* Conforms to AWWA C700 for Meter Threads

» Copper conforms to ASTM B75, UNS C12200
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including specifications, are subject to change without notice. Please verify that your product information is current.
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